
Description

■ Double-jointed swing spout

■ Dual handle design for easy operation
■ Solid brass construction
■ 1/2” female NPT connection
■ Single hole installation

Cartridge

■ CE.1700.L - ceramic disk cartridge

(left turn) x 2

Flow Rate

■ 1.75 gpm  |  6.6 lpm  |  60 psi

Finishes Available

■ Chrome (CC)

■ Stainless Steel (SS)

■ Matte Black (MB)

■ Antique Bronze (AB)

■ Polished Nickel (PN)

■ Brushed Gold (BG)

■ Chrome / Matte Black (CB)

■ Stainless Steel / Matte Black (SB)

■ Polished Nickel / Matte Black (PB)

■ Brushed Gold / Matte Black (BGB)

(Model Pictured: Chrome)

Codes / Standards

■ Uniform Plumbing Code (UPC®)
■ ASME A112.18.1/CSA B125.1
■ NSF 372
■ NSF/ANSI 61

Warranty

■ Limited lifetime warranty against all
manufacturing defects to the original
consumer purchaser (see full
warranty for more details)
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Vogt Industries reserves the right to change the product material and 
specifictions without notice. Actual product may differ from pictures.
For further enquiries or assistance please contact service@vogtindustries.com.
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